Building Instruction of Prusa I3 Diy 3D Printer Kit

Version ®-31-2017

Contents



Safety INSIIUCHIONS........vvviiiiiiee e e e e e eerer e e e e e e e e e e e e e e e eeeeaesnnnee e 2

e (=T 0= U= 11 0] T 3
1.Unfold the box and check the package............ooovvviiiicciiiiieee e 4
2 Assemble the rodS Of @ Y @XiS.......uuuuriiiiiiiiiiiiieeriiiiiiiiiie e et ae e 6
3 Assemble Y axis SUPPOIT PIALES........oovviiiiiiiiii e 9
A MOUNETNE Y MOTOT ...ttt e e e e e e e e e e e eean 11
5 Build the printing Platformm .............ooviiiiiiiiii e 14
6 ASSEMDIE the Y IdIEE....ueeieeiiiiiiiie e 20
7 Mount the YiaxiS DelL...........uueeiiiiiiiiiiii e 23
8 Mount the ENd StOp Of EXIS...........ooviiiiiiiiiiiiccme e 25
9 Assemble the XZ frame and the side panel.........cccooooeviiiicccciiiiiii e 26
10 Assemble the 2 Z MOtors SUPPRALL.........uuiieiiii e e aeeen e 31
11 MOUNEthE TAN...ciiiiiii e e e eeee e 37
12 ASSEMDIE ¥ Z AXIS...coiiiiiiiiiiiiiiitt b re e ener e e a e e e e e e as 38
13 Mount ZaxisS ENA STOP......ccooieeeiiiiiieieeeeeee e 42
14 MOUNEthE 2 Z MOLOLS.....cciiiiiieiiiiiiiinees s ennrsnnseeneeeeeeeaeeeeees D23
15 Mount the COUPIING........uuueiiiei e e eee e e e e e e e 45
16 Assemble the JaxiS MOtOr €Nd..........coooviiiiiiiiiiieree e 49
16.1 Assemble the Linear bearing and Z axiS.NUL.........cccoeeeiiiieceeiiiiiiieee e, 49
16.2 MOUNE XAXIS MOLON.....cieeeiiieeieieieeetmnee e e e e s e s enees bbb e e e e e eeeees 51
16.3 Mount the end stop and the endstop trigger........ccoooeeieeiiiieeeiiiieee e 53
17 Assemble X axiS idler @Nnd.............uuuuiiiiiiiiieeeiiiiiiiiieieeeee e 55
18 Assemble the extruder Carfiage........ccooeviieieeeiiieeeiccee e 56
19 Assemble the X&Z aXIS.........cooiiiiiiiiiiiiieeee e eeeses e eeeeeeaaae s 6l
20 Assemble the Z axis top MOUNL..............oooiiiiiiier e 67
2L ASSEMDIE X IAIBL....eueiiiiiiiiiiieeee e 72
22 Add the X axiS Delt.........ooeiiiiiiiiiii e 75
23 MOUNE the EXITUTRE ...ttt ieee et e e e eeeet e eeeeeeeaaaeeeeeeeeaan 79
24 Mount the LCD panel...... ... 81
25 Attach the heated bed............ooo 83
26 MOUNEtE PSU....ei e 85
27 Mount the control DOANd..........cooii i 94
P2 S AT 1 o PP PP PP TP SUTRPPPPPR 97
29 Tidy OUL the WITES....oeiei e ee e e e 110
30 Mount the filament SPOO0L.............oiiiiiiiie e 111
G VAT = g 0 0 1 o PP RPPPPRP 112
1

www.geeetech.com



(I}
[l

GEEETECH Shenzhen GETECH CO.,L

Safety Instructions

Building the printer will require a certain amount of physical dat, common sense

and a thorough understanding of what you are doing. We have provided this detailed
instruction to help you assemble it easily.

However ultimately we cannot be responsible for your health and safety whilst
building or operating the priat, with that in mind be sure you are confident with
what you are doing prior to commencing with building or buying. Read the entire
manual to enable you to make an informed decision.

Building and operating involves electricity, so all necessary preceusbould be
taken and adhered to, the printer runs on 12V supplied by a certified power supply, so

you shoul dnot ever have to get invol ved

w

there can still be high current stakennvol ved

lightly.

High temperatures are involved with 3D Printing, the Extrusion nozzle of the hot end
can run about 230°C, the heated bed runs 110°C and the molten plastic extruded will
initially be at around 200°C, so special care and attention should e wiaen

handling these parts of the printer during operation.

We woul dndét recommend | eaving your printer

are confident to do so. We cannot be held responsible for any loss, damage, threat,

hurt or other negligenesult from either building or using the printer.
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Preparations

. Unpack the kit and check if all parts are in the box and check the condition of
each part, there might be some damage during shipping. To help you with this,
there is BOM in the box andeh bag was labeled with part number.

. Contact our customer service immediately by email or through the website if you
find any missing or damaged parts. And on the bottom of the BOM, there is a
signature of reviewer, please take a picture of it and attalpicture in your

mail.

. Before you start, you can put all the part in order to save your time especially
those screws ahnuts. Do not mix them up.

. Ensure you have the necessary skills to carry out the work, or enlist the help of
someone who does.

. Work on a big firm table or bench in a clean dry wilarea.

. This kit contains tiny parts; please keep them away from kids under 3.

. Ask for help if you run into any problemsur contact details are on the website

and we will always do our best to resobugy problems encountered.
. Watch the building instruction videos here on YouTube:
https://www.youtube.com/playlist?list=PLODCkot3GrigDNAIILi4PDbK{ZE41VtgG

Read through each chapter of these instructions to gain an
over-all idea of what is involved and how long it might take,

before starting on the work described.

www.geeetech.com
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1.Unfold the box and check the package

Unfold the package and take all the parts out to check thetioondf the items. As

you can see, all the parts are packed very carefully.

Www.geeetech.com



S ——_— L 5 AN SN T AT T

i OO

Tips:

1. Before assembly, you are advised to put all the parts in order, especially the screws
and nuts in order, which will save you a lot of time looking for the redquparts.
2. The part ID is corresponding to the number labeled on the bag of every part. Some

parts may not have label, you can refer to the pictures on the package list.
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2 Assemble the rods of a Y axis

Stepl. Assemble the 2 threaded rods.

Required parts | Required quantity Part ID Picture

B T W

(i1l0threaded rod 2 NO.5

Y axis connect

2 NO.W14
plate
Spring washer 6 NO.17
M10 Washer 8 NO.8
M10 Nut 8 NO.12

Thread the nuts and washers into the two M10 threaded rods separately. The order

should be:
1) Thread ther axis connect plat&/14 in the middle.
2) Thread the M10 washer > M10 spring washer >M10 nut > M10 nut > M10 washer

on the left

3) right Thread he M10 washer < M10 spring washer < M10 nut < M10 nut< M10

spring washer < M10 washer on the right

www.geeetech.com



M10 hex nut

M10 washer

M10 spring washer

A

Connecting
fender

M10 washer

M10 hex nut

Step2. Assemble the 2 smbabds

A

M10 spring washer

M10 washer

M10 hex nut

M10 hex nut
A

M10 washer

M10 spring washer

Www.geeetech.com
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GEEETECH
Required parts | Required quantity Part ID Picture
(8 smooth rod 2 NO.3
LM8UU Linear
3 NO.R
bearings y
Screw locking ring 2 NO.18 ( ;t,

Take out the 410mm smooth rod
Slide 3 Linear bearings dhesmooth rod one smooth rogvith two pieces and

anothemwith one. Before you slide the bearings please make sure they are clean

Slide the screw logkg ring on the end of the smooth rod.

8
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3 Assemble Y axissupport plates

Required parts Required quantity Part ID Picture
Support plate of NO. W9
2
Y axig(front
xstiront) W 10 /
Support plate of NO.W 11
2
Y axig(rear
grear) W 12 /
M10 washer 4 NOS o
M10 nut 4 NO.12 @

www.geeetech.com
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Step 1Insert 2 threaded rods into rear support plates sepatiateughthe bottom

mounting holeplease note the sequential order of two support plates.(As below

picture)

Step 2.Slightly fix the threaded rods and the rear supportwitté110 nut and M10
washer.

Step 3Insert the smooth rodsith lock ring oninto the rear support platédsroughthe
uppermounting holethenslightly fix the lock ring.

Step 4.Separately insert the another end of the smooth rods and the threaded rods into
the upper and theer of the mounting holesf the front support

Sterb. Slightly fix the threaded rods and the wood plaité M10 nut and M10

washer.

10
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* Tips: Try to keep the thread rods parallel and the four wood pieces parallel. The
Y-axis must be a rectangle, that is the rods on both side should be parallel, so is the
front and back plate. Otherwise it will cause obstruction for the belt later. You can use

a Digital Caliper to measure.

4 Mount the Y Motor

Required parts Required quantity Part ID Picture

Y motor fix plate 1 NO.W13

Stepper motor 1 NO.58
Pulleys 1 NO.39

M3 x 10mm screw 3 NO.22
M3 x 16 mm screw 2 NO.24

11
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M3 square nut 2 NO.15 °

M3 washer 5 NO.7 0

Stepl. Mount the pulley on the motor shaft, one of the screws should be screwed on
the flat side of the shaft. Screw it as tight as possibl

(Note the direction of the pulley as below picture)

Step2. Therscrew the motor on the Y motor holder with 3 M3 x 10mm screws and

M3 washers.

12
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Step3. Push the Y Motor holder tab into the square hole in Rear Plate. Then fix it with
2 M3x16mm srews, M3 Washers and M3 Square Nuts.

13
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5 Build the printing platform

Y bearing block

Required parts | Required quantity Part ID Picture
Y platform support 1 NO.W15
3 NO.W16 0

14
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Belt mount 1 NO.A17 -
= JONOL
Belt bracket 1 NO.47 m,%-m
Zip ties 4 NO.&2
M3 x 12 mm screw 3 NO.23 m
M3 x 16 mm screw 6 NO.24 s
M3 nut 8 NO.10 @
M3 square nut 1 NO.15 °
M3 washer 9 NO.7 O

Step 1Separately munt the 3 bearing blocks on the platfesapportplatewith M3 x

16mmscrews and M3 washéhen fix the other ends viitM3 nuts.

15
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Step 2nstdl the belt bracket on the beilount with 2 M3 x 1Bhm screws,M3

washer and M3 nut.

16
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StefB. Mountthe belt mount on the platform suppptate with M3 x 12mm screw,

M3 washer and M3 square nut on the same side with thagddock.

Notethe direction Thedirection of thebelt brackt issame as thbearing block

17
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Step 4.Put the build platform support on thé\Xis holder,and therget it ziptied to

the 3 linear bearings ofYAxis together.
(Note the directionThe belt brackeis in the line with the pulley of Y motor.)
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